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15-01 01-115 21-08 17-2970-C 18-02 23-509 20-13 28-313 03-10 41-115 06-40 60-4150

16-01 01-115 21-09 17-2970-D 14-58 23-527 20-14 28-314 04-07 41-115 10-02 60-9890

15-02 02-010 21-10 17-2970-E 02-11 23-529 20-10 28-317 03-11 41-117 06-08 60-9930

15-03 02-011 21-11 17-2970-F 07-05 23-535 20-08 28-452 03-12 41-448 10-03 60-9940

16-02 02-013 12-01 17-8010-G 08-05 23-535 20-03 28-612 03-13 41-449 06-09 60-9950

16-03 02-014 21-13 18-302 01-34 23-538 20-05 28-614 04-08 41-466 06-10 61-419

16-04 02-015 21-15 19-287 14-08 23-541 20-06 28-615 04-09 41-472 06-11 61-420

15-04 02-017 21-16 19-288 14-09 23-542 20-04 28-618 04-10 41-473 06-12 61-421

16-05 02-018 20-02 20-0010 07-06 23-554 20-07 28-920 04-11 41-474 06-13 61-422

14-01 02-112 17-11 21-025 08-06 23-554 12-08 30-0012 04-12 41-476 06-14 61-423

15-05 02-117 17-10 21-032 14-10 23-556 12-09 31-156 04-13 41-477 06-15 61-424

16-06 02-117 18-11 21-084 12-07 23-562 12-10 31-157 04-14 41-478 14-11 61-551

02-01 02-118 18-10 21-085 01-13 24-051 12-11 31-222 04-15 41-480 15-21 61-810

01-01 02-119 01-02 21-273 01-14 24-052 12-12 31-314 04-16 41-481 16-12 61-810

03-01 02-119 01-36 21-274 05-05 24-053 01-18 31-515 04-17 41-482 06-16 63-411

04-01 02-119 01-03 21-275 02-12 25-410 12-13 31-516 04-18 41-483 06-17 63-412

15-06 02-123 17-09 21-629 02-13 25-411 12-14 31-551 04-19 41-484 06-18 63-413

15-07 02-153 18-09 21-629 02-14 25-412 12-15 31-552 04-20 41-485 08-07 63-414

14-02 02-204 12-02 21-632 02-16 25-516 12-16 31-553 04-21 41-486 10-04 63-418

14-03 02-216 01-33 21-717 02-17 25-517 07-07 31-663 04-22 41-508 14-12 63-535

16-07 02-246 05-01 22-420 06-03 25-519 06-05 31-701 03-09 41-509 15-22 63-809

15-08 02-250 05-02 22-422 06-04 25-520 12-17 31-702 04-23 41-509 16-13 63-809

16-08 02-458 02-04 23-010 01-37 25-521 12-18 31-705 03-14 41-510 10-05 66-512

14-04 02-562 07-01 23-011 02-18 25-522 12-19 31-707 03-15 41-701 08-08 66-513

14-05 02-565 06-02 23-012 02-15 25-527 12-20 31-708 04-24 41-701 07-12 67-439

15-09 02-568 07-02 23-012 19-01 26-460 06-06 34-826 03-16 41-702 07-13 67-440

15-10 02-569 12-03 23-013 19-02 26-461 12-49 35-005 04-25 41-702 07-14 67-441

15-11 02-570 07-03 23-014 19-03 26-462 12-50 35-346 17-04 42-501 14-13 67-442

15-12 02-571 01-05 23-015 19-04 26-463 12-21 35-361 18-04 42-501 08-09 67-443

15-13 02-572 01-06 23-016 19-05 26-464 12-22 35-413 17-01 42-718 13-02 67-503

15-14 02-573 01-07 23-017 19-06 26-465 12-51 35-420 04-26 45-107 14-14 67-528

15-15 02-574 13-01 23-018 21-33 26-480 12-23 35-505 03-22 45-268 10-06 69-142

16-09 02-574 12-04 23-019 21-34 26-481 12-24 35-509 03-17 45-445 06-19 69-432

16-10 02-575 14-07 23-021 19-07 26-712 12-52 35-517 03-18 45-446 06-20 69-448

14-43 02-576 11-06 23-022 02-19 26-822 12-53 35-521 03-19 45-447 06-21 69-449

15-16 02-578 11-07 23-023 03-03 27-039 12-25 35-528 03-20 45-448 06-22 69-450

15-17 02-580 11-08 23-024 01-04 27-136 12-27 35-529 03-21 45-449 06-23 69-451

15-18 02-581 11-09 23-025 02-20 27-400 12-26 35-530 04-27 45-450 10-07 69-452

11-01 03-400 02-05 23-026 02-21 27-404 12-28 35-539 04-28 45-451 11-12 69-453

11-02 03-401 02-06 23-027 01-15 27-405 12-29 35-542 04-29 45-452 02-28 69-454

11-03 03-402 02-07 23-028 01-16 27-406 12-30 35-543 04-30 45-453 02-29 69-455

11-04 03-403 02-08 23-183 02-22 27-407 12-31 35-544 04-31 45-472 06-24 69-518

08-01 04-444 05-03 23-195 02-23 27-408 12-32 35-545 03-24 45-546 10-08 69-518

08-02 04-449 01-08 23-304 01-17 27-410 12-33 35-546 03-25 45-547 06-25 69-529

02-02 04-451 02-09 23-304 02-24 27-411 12-34 39-133 03-26 47-414 11-13 69-532

08-03 04-455 03-02 23-324 11-11 27-413 12-35 39-139 04-32 47-415 06-26 69-537

08-04 04-456 04-03 23-324 02-25 27-414 12-36 39-501 03-27 47-416 03-31 71-202

14-06 04-502 07-04 23-341 02-26 27-415 01-19 39-502 03-28 47-417 13-03 71-203

04-02 05-531 12-05 23-363 02-27 27-416 01-20 39-504 04-33 47-417 14-15 71-208

10-01 06-120 07-36 23-400 15-19 27-417 18-01 40-6507 03-29 47-418 15-23 71-208

06-01 06-121 11-10 23-425 16-11 27-418 03-45 40-7370 04-34 47-418 16-14 71-208

08-36 10-9050 01-09 23-427 15-20 27-428 03-46 40-7380 04-35 47-419 14-59 71-219

11-05 11-408 02-10 23-427 02-55 27-429 03-06 41-101 03-30 47-420 07-15 71-358

20-01 13-0610-5 01-10 23-501 03-04 27-533 04-04 41-101 07-08 55-407 09-01 71-359

21-02 13-0610-5 01-11 23-504 03-05 27-534 03-07 41-105 07-09 55-408 09-02 71-360

02-03 14-118 12-06 23-506 20-09 28-011 04-05 41-105 07-10 55-409 07-16 71-363

02-53 14-119 01-12 23-508 20-11 28-311 03-08 41-107 07-11 55-410 08-10 71-364

21-06 17-2970-A 17-02 23-509 20-12 28-312 04-06 41-107 06-07 58-501 07-17 71-365
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07-18 71-366 04-37 75-455 03-34 79-514 14-36 84-581 19-13 87-173 02-46 87-274

06-27 71-367 15-30 75-455 13-19 79-538 14-37 84-582 01-26 87-177 06-34 87-274

13-04 71-368 14-23 75-458 15-37 79-551 15-46 84-635 02-40 87-177 08-29 87-274

16-15 71-369 04-38 75-468 16-25 79-551 16-33 84-635 03-39 87-177 10-21 87-274

10-09 71-372 14-24 75-493 12-37 79-554 13-23 84-813 04-47 87-177 12-45 87-274

10-10 71-373 07-22 75-494 14-32 79-640 07-24 85-113 09-12 87-177 03-43 87-278

11-14 71-374 11-18 75-495 02-34 79-912 02-36 85-181 15-52 87-177 19-15 87-281

11-15 71-375 11-19 75-496 02-35 79-922 21-20 85-618 02-41 87-181 02-45 87-283

09-03 71-377 13-08 75-501 14-33 81-133 14-38 85-671 11-29 87-181 14-45 87-285

09-19 71-378 19-08 75-501 08-20 81-142 13-24 86-411 15-53 87-181 15-55 87-286

08-11 71-379 19-09 75-508 08-21 81-143 15-47 86-411 16-38 87-181 16-40 87-286

08-12 71-434 15-31 75-519 15-38 81-321 16-34 86-411 14-41 87-186 02-47 87-287

14-16 71-438 16-21 75-519 16-26 81-321 13-25 87-001 14-42 87-203 03-44 87-287

15-24 71-444 15-32 75-520 15-39 81-322 15-48 87-015 01-27 87-206 04-52 87-287

16-16 71-445 16-22 75-520 16-27 81-322 16-35 87-015 07-27 87-210 14-46 87-287

13-05 71-507 21-17 75-520 15-40 81-323 14-25 87-024 12-42 87-210 08-30 87-291

13-06 71-517 08-16 75-522 16-28 81-323 11-23 87-090 13-31 87-210 02-48 87-293

02-30 71-579 11-20 75-527 05-07 81-430 21-21 87-090 13-27 87-213 04-53 87-293

05-06 71-580 17-06 75-527 05-08 81-452 02-37 87-092 02-42 87-214 01-30 87-311

10-11 71-674 18-06 75-527 05-09 81-453 03-37 87-092 01-28 87-224 02-49 87-311

14-17 71-726 17-05 75-536 05-10 81-454 04-43 87-092 08-25 87-224 06-35 87-317

14-18 71-727 18-05 75-536 05-11 81-455 12-38 87-092 12-43 87-225 21-23 87-332

15-25 71-728 10-14 75-542 05-12 81-456 03-38 87-096 15-54 87-225 08-24 87-333

14-19 71-729 15-33 75-542 05-13 81-457 04-44 87-096 16-39 87-225 04-54 87-338

15-26 71-998 14-26 75-545 05-14 81-458 01-23 87-099 05-24 87-228 04-55 87-339

09-04 73-405 01-22 75-552 05-15 81-459 15-49 87-104 08-26 87-233 01-38 87-400

09-05 73-406 15-34 75-552 05-16 81-460 20-15 87-104 10-17 87-241 09-15 87-401

09-06 73-407 16-23 75-552 05-17 81-461 21-22 87-104 06-31 87-242 06-36 87-407

09-07 73-408 19-10 75-552 05-18 81-462 09-11 87-106 10-18 87-242 06-37 87-408

11-16 73-409 15-35 75-561 14-34 81-463 13-26 87-112 19-14 87-242 21-26 87-415

13-07 75-001 16-24 75-561 05-19 81-464 01-24 87-113 08-27 87-245 07-30 87-425

08-13 75-004 10-25 75-671 05-20 81-465 02-38 87-113 21-25 87-245 07-31 87-426

07-19 75-106 08-17 75-672 05-21 81-466 08-23 87-113 04-48 87-246 21-27 87-426

07-20 75-187 04-39 75-943 11-21 81-467 15-50 87-113 09-13 87-252 07-32 87-427

09-08 75-187 13-09 77-043 11-22 81-468 16-36 87-113 13-28 87-252 08-31 87-428

14-20 75-187 14-27 77-419 10-15 81-502 19-12 87-113 07-28 87-253 21-28 87-429

07-21 75-189 14-28 77-421 05-22 81-505 04-45 87-120 10-19 87-253 09-16 87-430

09-09 75-189 13-10 77-437 05-23 81-531 11-24 87-123 13-29 87-253 21-29 87-430

14-21 75-211 14-29 77-438 14-35 81-559 12-39 87-123 07-29 87-254 21-30 87-431

01-21 75-224 14-30 77-439 03-35 84-014 21-24 87-123 08-28 87-254 21-31 87-432

15-27 75-247 14-31 77-440 15-41 84-162 02-39 87-124 09-14 87-254 19-16 87-434

16-17 75-247 13-11 77-504 16-29 84-162 06-29 87-129 12-44 87-254 02-54 87-436

10-12 75-270 13-12 77-507 15-42 84-193 11-25 87-129 13-30 87-254 11-30 87-661

10-13 75-2700-1 13-13 77-508 15-43 84-462 12-40 87-129 14-44 87-254 01-31 87-663

08-14 75-381 13-14 77-509 06-28 84-463 15-51 87-129 01-35 87-255 21-32 87-669

15-28 75-407 13-15 77-510 08-22 84-463 16-37 87-129 02-43 87-258 02-50 87-670

16-18 75-407 13-16 77-511 15-44 84-464 12-41 87-140 06-32 87-259 14-47 87-751

08-15 75-410 13-17 77-526 16-30 84-464 04-46 87-142 10-20 87-259 17-08 87-901

04-36 75-427 08-18 79-161 16-31 84-465 11-26 87-163 01-29 87-264 18-08 87-901

15-29 75-451 04-40 79-163 03-36 84-501 01-25 87-171 03-40 87-264 04-56 87-903

16-19 75-451 08-19 79-163 07-23 84-521 07-25 87-171 04-49 87-264 13-33 88-003

08-37 75-452 02-33 79-413 09-10 84-521 11-27 87-171 02-44 87-269 15-56 88-005

11-17 75-452 13-18 79-414 04-42 84-537 14-39 87-171 06-33 87-270 16-41 88-005

14-22 75-452 03-33 79-415 13-20 84-561 06-30 87-172 03-41 87-271 07-33 88-137

16-20 75-452 04-41 79-415 13-21 84-566 07-26 87-172 04-50 87-271 12-46 88-137

02-31 75-453 21-19 79-417 15-45 84-573 10-16 87-172 03-42 87-272 02-51 88-146

02-32 75-455 19-11 79-427 16-32 84-573 14-40 87-172 04-51 87-272 04-57 88-146

03-32 75-455 15-36 79-456 13-22 84-581 11-28 87-173 13-32 87-272 12-47 88-146
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14-48 88-146

08-32 88-157

19-17 88-157

12-48 88-165

11-31 88-166

14-49 88-166

17-07 88-166

18-07 88-166

19-18 88-176

15-57 88-179

16-42 88-179

19-19 88-183

14-50 88-751

08-33 91-263

10-22 91-264

15-58 91-407

16-43 91-407

14-51 91-413

06-38 91-417

10-23 91-882

10-24 91-888

10-27 91-894

06-39 91-994

10-26 91-994

07-34 93-202

02-52 93-205

14-52 93-205

08-34 93-211

15-59 93-221

16-44 93-221

07-35 93-222

08-35 93-222

14-53 93-222

14-54 93-223

09-17 93-260

14-55 93-261

17-03 93-501

18-03 93-501

05-25 93-701

05-26 94-222

05-27 94-231

05-28 94-402

05-29 94-403

05-30 94-502

14-56 94-502

05-04 94-503

01-32 94-505

09-18 94-506

14-57 94-506
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INSTRUCTION 
 

INTRODUCTION 
 
 
Thank you for your purchasing Kansai Special's FBX Series. 
Read and study this instruction manual carefully before beginning any of the 
procedures and save it for later use. 

 
 
1. This instruction manual describes adjustments and maintenance procedures on this 

machine. 
2. Before starting the machine, check to make sure the pulley cover, safety cover, etc. 

are secured. 
3. Before adjusting, cleaning, threading the machine or replacing the needle, be sure to 

turn off the power. 
4. Never start the machine with no oil in the reservoir. 
5. Refer to the parts list as well as this instruction manual before performing 

preventive maintenance. 
6. The contents described in this instruction manual are subject to change without 

notice. 

 
 

 Ind i ca t i on  o f  s e r ia l  number   
 

 
 
 
 
 
 
 
 
 
 

 
 

Model 

Zip code 

0 4 0 0 0 0 1 

The date of manufacture 

Serial number  
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【1】SPECIFICATIONS  
1-1 Stitch type 

JIS401 double chain stitch machines 
 
 
 
 
 
 
 

1-2 Model 
Model FBX1104P FBX1106P 

No. of needles 2~4 2~12 
4 needle threads 6 needle threads No. of threads 4 looper threads 6 looper threads 

Type of tension set Mounted type 
Puller width 55mm 78mm 

Minimum gauge width 6.4mm 6.4mm 
Maximum gauge width 38.1mm 70mm 

 
1-3 Diagrammatic sketch of the Series 
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【2】NEEDLES & THREADING THE MACHINE  
2-1 Needles 

DV×57 of Schmetz or Organ 
Select the proper needle for the fabric and thread. 
(Standard #21) 
< Needles and needle size > 

Schmetz DV×57 Nm90~Nm200 
Organ   DV×57 #14~#25 

 
2-2 Replacing the needle 

When replacing the needle, check the needle carefully 
to see that the scarf is turned to the left of the machine 
(see the illustration). 

 
 
 
 
 
 

2-3 To thread the machine 
Thread the machine correctly by referring to pages 3 to 4. 
Incorrect threading may cause skip stitching, thread breakage and/or uneven stitch 
formation.  When threading the looper, tilt the looper holder toward the front of the 
machine using the looper drawing bar. 

 
■ To tilt the looper toward the front 

1. Bring needle bar A to the top 
of its stroke. 

2. Pay out the needle thread 
from the spool by pressing a 
finger down on needle threads 
B. 

3. Open looper eyelet. 
4. Pull drawing lever D out to the 

arrow mark as shown in the 
illustration so that the looper 
holder is tilted toward the 
front of machine. 

5. After the machine is threaded, 
replace the looper by pressing 
looper holder E into the 
machine until it clicks. 

 
 
 
 
 

 

 

< Note > 
When replacing the needle, be sure to turn off the 
machine.  A clutch motor continues running for a while 
after the machine is turned off.  Therefore keep on 
pressing the pedal until the machine stops. 

< Note > 
The looper pops out of the machine 
as soon as lever D is pulled, so do 
not bring your fingers close to the 
looper. 
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■ FBX1104P 
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■ FBX1106P 
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【3】MACHINE SPEED  
3-1 Machine speed & direction in which the machine pulley runs 

Refer to the table below for maximum and standard 
speeds of the Series.  To extend machine life, run 
the machine approximately 15~20% below the 
maximum speed for the first 200 hours of operation 
(approx. 1 month). 
Then run the machine at the standard speed. 
The machine pulley turns counterclockwise as seen 
from the end of the machine pulley. 

 
3-2 Motor & belt 

Motor :  3-phase, 2-pole, 400W clutch motor 
Belt :  M type V belt 
Select the proper motor pulley according to the 
machine speed (refer to the motor pulley outer 
diameter on the table below). 
Adjust the position of the motor by pressing the 
finger onto the middle of the belt so that 1~2cm 
deflection can be achieved (see the illustration on 
the right). 

 
< Machine speed > 

Model Maximum speed Standard speed 
FBX1104P 4,000rpm 3,500rpm 
FBX1104 4,500rpm 4,000rpm 

FBX1106P 3000rpm 2500rpm 
FBX1106 3500rpm 3000rpm 

 
< Motor pulley selection table > 

Machine speed (SPM) Motor pulley outer 
diameter (mm) 50Hz 60Hz 

 60 3150 2950 
 70 2300 3450 
 80 3300 3900 
 90 3700 4400 
100 4100 (4900) 
110 (4500) (5400) 
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【4】LUBRICATION  
4-1 Oil 

Use Kansai Special’s genuine oil. 
(Part No. 28-611) 

 
4-2 To fill the machine with oil 

Remove rubber plug A from the oil hole. 
Fill the machine with oil until the oil level is at the 
top line (see H in the illustration) on oil gauge C. 
After the first lubrication, add oil so that the oil 
level will be between H and L. 
After filling the machine with oil, run the machine 
to check the oil is splashing onto oil pot A. 

 
 
 
 
 
 

4-3 Replacing the oil and the oil element 
To extend machine life, be sure to replace the oil 
after the first 250 hours of operation. 
To replace the oil, follow the procedures below. 
1. Remove the V belt from the motor pulley and 

then remove the machine from the table. 
2. Remove screw D and then drain the oil. 

Be careful not to stain V belt with the oil. 
3. After draining the oil, be sure to tighten screw 

D. 
4. Fill the machine with oil by referring to 4-2 

shown above. 
 

If element E is contaminated, proper oiling may not be performed. 
Clean the filter element every six months.  If just a little or no oil flows out from the 
nozzle with the proper amount of oil in the machine, check the element. 
To do so, remove oil filter cap F.  Replace the element if necessary. 

 
 
 
 

 

 

< Note > 
When the oil filter cap is removed, the oil collected on the element drips.  Be careful. 
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【5】SEWING MACHINE INSTALLATION  
5-1 Cutting the machine table 
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5-2 How to install the machine 
1. Install properly as shown in the illustration. 
2. Hung a V-belt on the hand pulley.（Refer to［3］machine speed in page no.4） 
3. Install the eye guard and the pulley cover. 

 
 
 
 

 

 

< Note > 
Until all procedures will be done, do not switch on the motor. 
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【6】TO ADJUST THE TIMING BETWEEN THE UPPER AND THE LOWER SHAFT  
 

■ Turn the hand pulley and align mark B on the hand 
wheel mark P.  The needle bar position would be at 
the top of its stroke. 

 
 
 
 
 

■ In this case, the line E marked on the lower shaft D 
should be vertical.  And make sure if the first screw 
S of the turning direction is above the V-belt pulley 
C or not. 

 
 
 
 
 
 
 
 
 

■ If not, loosen screw G (4pcs) on the timing pulley F 
of the upper shaft to be adjusted to the 
above-mentioned position. 
Make sure of tightening screw G (4pcs) again after 
adjustment. 
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【7】TIMING OF THE LOOPER TO THE NEEDLE  
7-1 Angle for installing the looper and position of the looper holder bracket 

Insert the looper into the looper holder until the 
bottom A of the looper touches to the looper rocker B.  
Then tighten screw C. 

 
 
 
 
 
 
 
 
 
 
 
 
 

■ As shown in the illustration, the angle between the 
looper rocker B and the looper A is 90~92 degrees. 

 
 
 
 
 
 
 
 

■ The clearance between the looper and the needle 
when the point of looper passes the scarf of the 
needle should be 0~0.1mm.  (Adjust by the screw C) 

 
 
 
 
 
 
 
 
 
 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the 
motor. 
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7-2 Timing of the looper to the needle 
■ Turn the hand pulley B pressing push button A 

lightly until the push button touches an inside parts 
and clicks. And align mark C with the scale no.3 on 
the hand pulley B.  (Refer to 11-4 stitch length 
adjustment on page no.16.) 

 
 
 
 
 
 
 
 
 

■ Detach your hand from the push button A. 
Then turn the hand pulley B and align mark C with 
the scale LT on the hand pulley B. 

 
 
 
 
 

■ In this case, turn the hand pulley and check that the 
point of looper is 1.6~1.8mm above the needle eye 
when the point of looper, moving both to the right 
and to the left, reach to the center of the needle. 

 
 
 
 
 

■ In the beginning, the stitch length would be adjusted to scale no.3.  If you need to change 
it, procedures are as follows.  Remove the rubber 
plug F and loosen screw H (2pcs) in the looper 
eccentric G to adjust appropriate timing. 
Make sure tighten screws H again one by one. 

 
 
 
 
 

 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the 
motor. 
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7-3 Looper setting distance 
■ When the needle bar is at the bottom of its stroke, 

there should be a distance of approximately 5mm 
from the point of the looper to the center of the 
needle. 

 
 
 
 
 
 
 
 

■ The adjustment for the looper setting distance is 
made by removing plug A and loosening screw C for 
the lever B.  After adjusting, tighten screw C. 

 
 
 
 
 
 
 

7-4 Needle height 
When the needle bar is at the top of its stroke, there 
should be a distance of approximately 10mm from 
the top surface of the needle plate to point of the 
needle.  Adjustment is made by loosening screw F 
of the needle bar bracket E after removing plug D. 
After the adjustment is made, check to make sure 
each needle drops correctly into the center of each 
needle drop hole. 

 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the 
motor. 
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【8】TIMING OF THE RETAINER LOOPER  
8-1 Front to back position of the retainer looper 

When the needle bar descend from the top to the 
bottom of its stroke and the point of the needle A is 
same height as the point of the looper retainer B, 
there should be a clearance of 2.0~2.2mm between 
the point of needle and the point of looper retainer. 
(In the beginning, the stitch length is aligned with 
scale no.3 on the hand pulley.) when adjusting, 
loosen the screw C of the looper retainer bar D and 
adjust the front to back position. 

＊When the stitch length is changed much, necessary 
to the adjust again because the clearance would be 
changed. 

 
8-2 Left to right position of the retainer looper 

When the looper E at the extreme front end of its 
travel, the point of the looper retainer should be on 
the line F of the looper E. 
When adjusting, loosen the screw H of the retainer 
looper holder G and adjust the left to right position. 

 
 
 
 
 
 
 
 

＊When the needle bar descend from the top to the     
bottom of its stroke and the point of the needle A is 
same height as the point of the looper retainer B, 
there should be a clearance of 0.8~1.3mm between 
the point of the needle A and the left side of the 
retainer looper B. 

 
8-3 Adjusting the height of the retainer looper 

The retainer looper is the nearest position to the top 
of the looper E, there should be a clearance of 
0.1~0.4mm between the point of the retainer looper 
B and the top of looper E.  When adjusting, loosen 
the screw H of the retainer looper holde G. 

 
 
 
 

 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the 
motor. 
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8-4 Timing of the retainer looper to the needle 
Remove the upper cover A and gasket B. 
Remove the screw C and packing D of the bed. 
Loosen the screw F (2 pieces) of the retainer looper 
eccentric G.  Adjust by turning of the retainer 
looper eccentric.  It is a standard setting to align 
the mark J on the retainer looper eccentric G to the 
mark K on the lower shaft H. 
When aligning the mark J to the mark L which is a 
front of the rotating direction, the moving speed of 
the retainer looper and the looper thread take-up 
lever E against the needle and the looper should be 
faster.  When aligning the mark J to the mark K 
which is a back of the rotating direction, its moving 
speed should be slower. 

 
 
 
 
 
 
 
 
 
 
 

■ After adjusting, fasten the screw F of the retainer 
looper eccentric G.  At the same time, confirm the 
clearance of approx. 2.5mm between lower shaft 
bush P and the end plate N of the retainer looper 
eccentric rod M. 

 
＊ After this adjusting, confirm to the position of 

front/back, the position of left/right and the height of 
the retainer looper.  (Refer to the previous page) 

 
 
 
 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the motor. 
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【9】ADJUSTING CLEARANCE BETWEEN NEEDLE AND NEEDLE GUARD  
 

Adjustment should be made by pushing of the needle 
guard A to the needle B at 0~0.05mm. 

 
 
 
 
 
 
 

Adjusting by turning of the needle guard A after 
loosening of the screw D. 

 
 
 
 
 
 
 
 
 
 
【10】ADJUSTING OF THREAD RECEIVER  
 

The clearance of left-right direction between the needle 
B and the thread receiver F of the feed dog E is 
0.8~1.0mm.  At front-back direction, when the needle 
B is positioned into the feed dog as fig. by turning of 
hand pulley, the top edge of the thread receiver F 
should be aligned to the right side line H of the needle. 

 
 

Adjusting by loosening of the screw G for the thread 
receiver F. 
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【11】ADJUSTING THE FEED DOG & STITCH LENGTH  
11-1 Adjusting of left-right position for the feed dog 

Make sure each needles A drops into the center of 
the needle drop hole B of the feed dog J. 
Adjusting at left and right by loosening of the screw 
D (2 pieces) of the feed rocker C. 
At the same time, adjusting by loosening of the 
screw H (3 pieces) of the needle plate E, in order to 
be equal between each clearance G and also to be 
parallel between the feed dog and the feed grooves of 
the needle plate E. 

 
 
 

11-2 Adjusting of front-back position for the feed dog 
When the feed dog is positioned at both the front 
dead point and the back dead point by turning of 
hand pulley, each clearance F at the front and the 
back between the feed dog and the feed grooves of 
the Needle plate E is to be equal. 
Adjusting at front and back by loosening of the 
screw D (2 pieces) of the feed rocker C. 

 
 
 
 

11-3 Adjusting of height for the feed dog 
When the feed dog is at the upper dead point, the 
feed dog J is to be parallel with the top surface of 
the needle plate E.  Its height is 1.0~1.2mm. 
Adjusting by loosening of nut M and adjusting screw 
L of the feed dog J and also the screw K. 
After adjusting by up and down of the feed dog J, 
fasten the screw K.  Then, fix the adjusting screw L 
up by the nut M after slight-touching it to the feed 
rocker.  Tilt adjustment is to be done by loosening 
of the screw R of the feed up-down lever P after 
removing of the screw N. 
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11-4 Adjusting of stitch length 
The stitch length can be adjusted from 2.1 up to 6.4mm without step. 
The following table shows the stitch length with the number of stitches within 1” 
(25.4mm) and 30mm. 

 
No. of stitches Pulley position stitch length 

（mm） within 1” within 30mm
2 2.1 12 14 
3 3.0 8.5 10 
4 4.0 6.2 7.5 
5 5.0 5.0 6.0 
6 6.0 4.2 5.0 
L 6.4 4.0 4.5 

 
■ How to change the stitch length ( Fig. : Refer to previous page. ) 

1. Press push button S lightly with the left hand until the end of push button S touches 
an inside part. 

2. With pressing push button S lightly, turn the hand pulley T by the right hand, until 
the push button S goes further into the depth. 

3. Press the push button S strongly again.  With keeping of this press, turn the hand 
pulley T in order to meet the number of pulley position to the mark U which can be 
selected as required. 

4. After selecting of the desired stitch length, release the left hand. 
5. The machine is adjusted the number 3 of pulley position. 

In case of happening the defect after big-changing of the stitch length, adjust again 
for [7] timing of the looper to the needle, [8] timing of the retainer looper and the 
looper. 

 
 
 
 

< Note> 
Before adjusting machine, be sure to turn off the motor. 
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【12】ADJUSTING OF THE NEEDLE FEED  
12-1 Adjusting of front-back position of the needle 

With reference to 11-4. Adjusting of stitch length, 
align the number L of pulley position to the mark B. 
Then, the stitch length is maximum. 

 
 
 
 
 

When the needle C is going down from the top dead 
point by turning of hand pulley A, align the top end 
of needle hole of the needle C to the top surface of 
the feed dog D.  The clearance between the needle 
and the needle drop hole of the feed dog D should be 
approx. 0.8mm as fig. 

 
 
 

Remove the rubber plug E of the machine. 
Adjust the needle clamp with the moving to front 
and back after loosening of the screw F of the needle 
swing lever arm G. 

 
 
 
 

12-2 Adjusting of front-back movement amount of the needle 
The center mark N of the needle swing lever K 
should be aligned to the mark R of the needle swing 
lever pin M as fig.  It is a standard setting. 
With this setting, the movement amount of the 
needle is synchronized with the movement amount 
of the feed.  When adjusting of the movement 
amount of the needle, remove the cover H and the 
gasket J at the back side of the bed. 
Adjust by moving up and down of the needle swing 
lever pin M after loosening of the nut L. 
The needle feeding amount is increased when moving up. 
The needle feeding amount is decreased when moving down. 

 
 
 
 

 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the motor. 
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【13】ADJUSTING THE PRESSER FOOT  
13-1 Presser foot pressure 

The presser foot pressure should be as light as 
possible, yet be sufficient to feed the fabric and 
produce uniform stitches. 
To increase the presser foot pressure, turn the 
adjusting knob clockwise. 

 
 
 
 
 
 
 
 
 

13-2 Position of the presser foot 
Fit the presser foot onto the presser bar so that the 
needle can drop correctly to the center of the needle 
drop hole on the presser foot. 
Adjustment is made by loosening screw B. 

 
 
 
 
 

13-3 Foot lift 
Position stopper C with the presser foot 
approximately 9mm above the top surface of the 
needle plate and then tighten nut D. 

 
 
 
 
 
 
 
 
 

 

 

 

< Note> 
Before adjusting machine, be sure to turn off the 
motor. 
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【14】ADJUSTING THE REAR PULLER DEVICE  
14-1 Manual lever and position of the stopper 

To position or remove the fabric, raise manual lever 
A.  With the manual lever lowered, hold stopper B 
so that the clearance between the upper and lower 
pullers is 0.5mm.  Then tighten nut C. 

 
 
 
 
 
 
 
 
 

14-2 To adjust the puller pressure 
The puller pressure should be as light as possible, 
yet be sufficient to feed the fabric smoothly. 
To increase the pressure, turn adjusting knob D 
clockwise.  To decrease the pressure, turn adjusting 
knob D counterclockwise.  Fasten the lock nut E 
after adjusting. 

 
 
 
 
 
 
 
 

14-3 Adjusting the feeding amount of the rear puller 
The feeding amount of the puller should be adjusted 
by changing of the movement amount of the upper 
roller in order to meet the sewing fabric and the 
sewing conditions.  To decrease the amount, loosen 
nut F and move it up.  To increase the amount, 
loosen nut F and move it down. 
If the feeding amount is too large or small, remove 
the rubber plug G and loosen the nut H. 
To decrease the amount, move it up. 
To increase the amount, move it down. 
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【15】ADJUSTING THE STITCH FORMATION  
15-1 Thread tension adjustment 

Thread tension varies according to sewing conditions 
such as the fabric, thread and stitch length to be used. 
Tension on the needle thread can be adjusted with nuts 
A.  Tension on the looper thread can be adjusted with 
nuts B.  To increase the tension, turn the nuts 
clockwise. 

 
 
 
 
 
 
 
 

15-2 Position of the needle thread eyelet 
The position of the needle thread eyelet C should be 
adjusted about approx. 11.5mm from the center of the 
screw D. 

 
 
 
 
 
 
 
 
 

15-3 Position of the looper thread take-up eyelet 
1. The looper thread eyelet F is to be fastened by the 

screw G at the center of its long-hole. 
2. The looper take-up bar E is to be fastened by the 

screw H at the center passing position of the looper 
thread eyelet F. 

 
 
 
 
 
 
 
 
 

 

 

< Note > 
To loose the needle thread, adjust the needle thread 
eyelet C to UP.  To tight the needle thread, adjust the 
needle thread eyelet C to DOWN.  Depending upon 
the kind of THREAD or FABRIC. 

 

< Note > 
To loose the looper thread, move to the direction J for 
both of the looper thread eyelet F and the looper 
take-up bar E.  To tight the looper thread, move to the 
direction K for both of the looper thread eyelet F and 
the looper take-up bar E. 

< Note > 
The tension should be as light as possible, yet be 
sufficient to produce uniform stitches. 
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15-4 Silicon Tank 
■ The silicon oil prevents the thread-breakage, the 

skip stitching and the heating of the needle top 
when using the synthetic and fiber material for the 
thread and the fabric.  Use the silicon oil. 

 
 
 
 
 
 
 
 
 
 
 
 
【16】CLEANING THE MACHINE  
 

At the end of each day, remove the 
presser foot and the needle plate and 
then clean the slots of the needle plate 
and the area around the feed dogs. 

< Note > 
Remove the felt O when no-using of the silicon tank 
M.  Check the volume of the silicon oil regularly 
after opening of the cap N.  If shortage, supply the 
silicon oil properly. 
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